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DGE LOCK MECHANISM

FEATURES of R-Loc Roller Ball Ties:

® Self Locking mechanism for fast and easy installation.
® Rounded edges and smooth surfaces.
® Flame Retardant, Non-Toxic and Non-Halogenic.

® Fully enclosed head does not allow dirt or grit to
interfere with locking mechanism.

® Ideal for applications where Corrosion, Vibration,
Radiation and Temperature extremes are concern.

Spectrum Ties

We also provide Roller Ball Ties in various colour coatings.
. These can be used for easy identification for various phase lines

of cables,
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‘Regular - SS 316
'S.No. | Series Length | Width | Metal
mm mm Thickness mm|
. BU46-100 100 46 0.25
2 BU46-150 150 46 0.25
3 BU46-200 200 46 0.25
4 BU46-360 360 46 0.25
5 BU46-520 520 46 0.25
L6 BU46-680 680 46 0.25
7 BU46-840 840 46 0.25
8 BU46-1000 1000 46 0.25
Heavy Duty - SS 316
'S,No. | Series Length | Width | Metal
' mm mm Thickness
1 BU76-100 100 7.9 0.25
72 BU76-150 150 7.9 0.25
3 BU76-200 200 7.9 0.25
4 BU76-360 360 7.9 0.25
5 BU76-520 520 7.9 0.25
6 BU76-680 680 7.9 0.25
7 BU76-840 840 7.9 0.25
8 BU76-1000 1000 7.9 0.25
Regular - SS 304
Series Length | Width | Metal
| mm mm Thickness mm
1 BU44-100 100 46 0.25
2 | BU44-150 150 46 0.25
[3 | BU44-200 200 16 025
4 BU44-360 360 4.6 0.25
5 BU44-520 520 16 0.25
|8 BU44-680 680 16 0.25
7 BU44-840 840 46 0.25
8 BU44-1000 1000 46 0.25
Heavy Duty - 55 304
' Length | Width | Metal
| mm mm Thickness mm
1 BU74-100 100 7.9 0.25
(2 BU74-150 150 7.9 0.25
[3 BU74-200 200 7.9 0.25
|4 BU74-360 360 7.9 0.25
5 BU74-520 520 7.9 0.25
6 BU74-680 680 7.9 0.25
7 BU74-840 840 7.9 0.25
8 BU74-1000 1000 79 0.25
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R BALL COATED

lechnic } lainliess el Roller Ball Ties ted Regular~553lﬁ
Material A) 316 grade non-magnetic stainless steel S.No. | Series Length | Width | Metal
B) 304 grade non-magnetic stainless steel i o Widckiaas s
ESEE RS | 90'Clo+150°C 1 BC46-100 100 16 0.25
(Coating j e Luywsten Bpoxy 2 BC46-150 | 150 16 0.5
Flammability rating Fireproof, Halogen Free and UV-resistant = =
Loop Tensile Strength 4.6 mm width : 445 N (100Ib) 2 Bu(_'"zqﬂ 20 26 02
' 7.9 mum width 112N (2501b) 4 BC46-360 360 46 0.25
B riss souer s e 1 L° BC46-520 520 46 0.25
| Coated 6 BC46-680 680 46 0.25
7 Eranng width 7.9 mm 7 BC46-840 840 46 0.25 ‘
{‘8‘6 mﬁ‘gfhsifsq‘; " B BC46-1000 1000 4.6 0.25 ]
Heavy Duty - SS 316
S.No. | Series Length | Width | Metal
mm mm Thickness mm|
1 BU76-100 100 7.9 [ 0.25 ;
2 BU76-150 150 79 | 025 B
3 BU76-200 200 7.9 | 0.25 B
4 BU76-360 360 7.9 | 0.25
5 BU76-520 520 7.9 | 025 |
6 BU76-680 680 7.9 | 025 |
7 BU76-840 840 79 | 025
8 BU76-1000 1000 7.9 | 025
Roller Ball Regular CoatedTies
Regular - SS 304
S.No. | Series Length | Width | Metal
mm mm Thickness mm|
B ereALTeE | [ BC44-100 100 4.6 0.25 )
4 |having width 4.6 mm 2 BC44-150 150 4.6 0.25
4 |Grade S 304 3 BC44-200 200 | 46 | 0.25
e O U 4 BC44-360 360 | 46 0.25
5 BC44-520 520 46 0.25
6 BC44-680 680 4.6 0.25
7 BC44-840 840 46 0.25
8 BC44-1000 1000 4.6 0.25
Heavy Duty - SS 304
S.No. | Series Length | Width | Metal
mm mm Thickness mm)|
1 BC74-100 100 7.9 0.25
2 BC74-150 150 79 |02
3 BC74-200 200 7.9 0.25
4 BC74-360 360 79 0.25
5 BC74-520 520 79 | 0.25 |
6 BC74-680 680 | 79 | 025
7 BC74-840 | 840 | 79 0.25 'i
8 BC74-1000 1000 | 7.9 0.25 ‘

Roller Ball Heavy Coated Ties
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